
The inta commercial dirt separators, when installed in sealed central 
heating systems, is designed to remove and retain system debris inherent
in the circulating fluid. This in turn improves system efficiency and ensures
the uninhibited flow or fluid through out the system preventing costly 
service call outs and expensive system breakdowns.

Inta dirt separators feature a unique triple pass filter cartridge. As water 
enters the filter it comes into contact with the filter cartridge which slows 
the flow causing dirt particles to fall to the bottom of the filter where they
retained. Servicing is quick and easy thanks to the drain cock at the base 
of the filter.

Introduction   

Fully serviceable

Ideal for commercial & industrial applications

Convenient in-line fitting

Unique triple pass filter cartridge

Solid brass, lightweight  and robust construction

Easy clean, easy drain design

Nominal working pressure 10 Bar

Maximum working temperature 110ºC

ST10010CP   RBMAG22   

RBMAG28

inta Dirt Separator 22mm  CDS22

CDS28

Description   Code

inta Dirt Separator 28mm  

Drain cock for dirt removal

ST10010CP   RBMAG22   

RBMAG28

inta Dirt Separator 1/2" CDS12

CDS34inta Dirt Separator 3/4"  

ST10010CP   RBMAG22   

RBMAG28

inta Dirt Separator 1" CDS1

CDS114inta Dirt Separator 1"1/4 

removes & retains
system debris

ST10010CP   RBMAG22   

RBMAG28

inta Dirt Separator 1"1/2 CDS112

CDS2inta Dirt Separator 2"

Removes & retains system debris

Product Range

DIRT SEPARATORS

COMMERCIAL DIRTSEPARATORS



*(TBC)

Dimensions

G A ØB C D E

22mm 125 79 38 194 232

28mm 130 79 38 194 232

1/2" 100 79 38 194 232

3/4" 105 79 38 194 232

1" 110 79 38 194 232

1"1/4 115 79 38 194 232

1"1/2 120 88 47 201 248

2" 125 88 47 201 248

DIRT SEPARATORS

COMMERCIAL DIRTSEPARATORS
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