
Combined isolating ball valve and flow regulator   

Flow regulating options 3 - 18 litres per minute

controls flow
and saves water

WONDERVALVES

WRAS approved

compression lever operated wonder valves

code connection fl ow limiter

CP961XLC15 15mm none

CP961R03XLC15 15mm 3 litre

CP961R04XLC15 15mm 4 litre

CP961R06XLC15 15mm 6 litre

CP961R08XLC15 15mm 8 litre

CP961R10XLC15 15mm 10 litre

CP961R12XLC15 15mm 12 litre

CP961R15XLC15 15mm 15 litre

CP961R18XLC15 15mm 18 litre

CP961XLC22 22mm none

CP961R03XLC22 22mm 3 litre

CP961R04XLC22 22mm 4 litre

CP961R06XLC22 22mm 6 litre

CP961R08XLC22 22mm 8 litre

CP961R10XLC22 22mm 10 litre

CP961R12XLC22 22mm 12 litre

CP961R15XLC22 22mm 15 litre

CP961R18XLC22 22mm 18 litre

compression screwdriver operated wonder valves

code connection fl ow limiter

CP961XC15 15mm none

CP961R03XC15 15mm 3 litre

CP961R04XC15 15mm 4 litre

CP961R06XC15 15mm 6 litre

CP961R08XC15 15mm 8 litre

CP961R10XC15 15mm 10 litre

CP961R12XC15 15mm 12 litre

CP961R15XC15 15mm 15 litre

CP961R18XC15 15mm 18 litre

CP961XC22 22mm none

CP961R03XC22 22mm 3 litre

CP961R04XC22 22mm 4 litre

CP961R06XC22 22mm 6 litre

CP961R08XC22 22mm 8 litre

CP961R10XC22 22mm 10 litre

CP961R12XC22 22mm 12 litre

CP961R15XC22 22mm 15 litre

CP961R18XC22 22mm 18 litre
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PTFE

EPDM

Seats

Seals

Hard chrome plated DZR brass (CW602N)

Nickel plated DZR brass (CW602N)

Nickel plated DZR brass (CW602N)

Nickel plated DZR brass (CW602N)

Brass

Body

End cap

Stem

Access port cap

Compression nuts

Olives

Ball

Nickel plated DZR brass (CW602N)

Nickel plated DZR brass (CW602N)

Pressure rating

Operating temperature

PN16

0ºC - 85ºC

D

E

23.6

27.4

23.5

27.4
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